


HARSH E50-L120 TIPPING GEAR

* This dimension is a minimum.
G1 Rams at rest.  (See swing diagram).
G2 Rams through full swing (See swing diagram).

Note:
Dimension A can be increased to reduce the amount of
chassis flange overhang by pulling the chassis brackets
outwards as required up to a maximum of 50mm a side.

Features:

  Double acting up to H80.
  High polished hard chrome cylinders.
  Fast tipping cycle.

Benefits:

  Vehicle/body versatility.
  Dynamic stability in tough environments.
  Built and tested to last longer.
  Ease of maintenance.
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Capacity and length are averages based on:

- Mount length providing 45° tipping angle.

- Diminishing load.

- 200mm tail hinge overhang.

- Maximum operating pressure.
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05E 5.11 0004

06F 5.21 0054

07G 51 0005

08H 5.71 0005

N08H 5.71 0005

001J 5.22 0055

N001J 5.22 0055

011K 5.52 0056

N011K 5.52 0056

021L 0.52 0057

521L 0.23 0008

SNOISNEMID

05E 06F 07G 08H N08H 001J N001J 011K N011K 021L 521L

A 017 017 017 017 016 686 485 686 485 485 485

B 875 645 195 556 065 916 965 916 965 965 386

C 604 414 264 035 534 984 234 984 234 234 645

D 222 422 562 503 012 2062 302 062 302 302

*E 057 057 057 057 056 057 056 057 056 056 056

F 541 541 541 541 541 002 002 522 522 522 522

1G 064 205 084 015 015 084 084 015 015 015 015

2G 016 576 086 017 017 506 506 586 586 586 586

H 0101 2221 6421 6421 6421 8441 8441 6881 6881 6412 6412


